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Heat pump water heater extracts energy from the air or other heat source and uses it to heat 
water.It uses 1 time power to drive the compressor and brings 4.3 times heat to the water, this is 
what we called coefficient of performance(COP). With COP up to 4.3.

The data on the following drawing are calculated on the basis of 20hrs/day in 120 days.

Heat Pump Gas Coal Biomass Diesel Electricity
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HEAT PUMP WORKING PRINCIPLE

ENERGY RESOURCE COMPARISON
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VERSOPUMP PRODUCT FEATURES
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Do not rust or corrode easily,
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SP11-H SP13-H SP24-H SP13-H SP24-H SP31-H SP47-H SP63-H SP92-H SP112-H SP143-H SP190-H SP230-H SP280-H

kW 11.8 13.8 24.1 13.8 24.1 31.5 47.5 63.3 92.8 112.6 143.3 190.0 230.0 280.0

kW 2.21 2.63 4.51 2.64 4.52 6.01 9.06 12.10 16.96 20.91 26.49 34.0 40.9 49.7

A 12.82 15.36 25.93 5.01 8.61 11.94 17.51 23.04 32.91 40.42 50.58 65.0 77.9 94.5

kW 2.87 3.42 5.86 3.43 5.88 7.81 11.78 15.73 22.05 27.18 34.44 44.19 53.11 64.55

A 14.05 16.33 27.60 5.92 10.13 14.20 20.32 28.88 40.19 48.65 62.67 81.8 99.0 120.2

COP 5.34 5.25 5.34 5.23 5.33 5.24 5.24 5.23 5.47 5.38 5.41 5.6 5.6 5.6

℃

kW 8.74 11.65 19.42 11.65 19.42 24.27 38.83 50.49 77.67 92.23 116.50 155.35 184.47 220.25

kW 2.33 3.08 5.06 3.04 5.08 6.34 10.25 13.25 20.39 24.21 30.66 40.98 48.92 58.27

A 12.26 16.22 26.61 5.78 9.66 12.04 19.47 25.18 38.73 46.00 58.25 77.87 92.96 110.67

/ 3.75 3.78 3.84 3.83 3.82 3.83 3.79 3.81 3.81 3.81 3.80 3.79 3.77 3.78

℃

Rotor type

Quantity Set 1 1 1 1 1 1 2 2 4 4 4 4 4 4

Water Flow m
3
/h 5.07 6.02 10.32 6.02 10.32 13.76 20.64 28.38 40.85 49.45 62.35 81.70 98.90 124.70

Pressure 

Drop
KPa

Connection 

Size
DN Φ50 Φ50 Φ50 Φ50 Φ50 Φ50 Φ50 Φ50 Φ90 Φ90 Φ90 Φ110 Φ110 Φ110

DB(A) ≤50 ≤55 ≤63 ≤55 ≤63 ≤63 ≤65 ≤68 ≤70 ≤70 ≤70 ≤76 ≤78 ≤80

m 1*0.3*0.6 0.7*0.7*0.9 0.8*0.7*1 0.7*0.7*0.9 0.8*0.7*1 0.8*0.7*1 1.5*0.7*1.1 1.5*0.7*1.1 2*1.1*1.1 2*1.1*1.1 2*1.1*1.1 2*2*2 2*2*2 2*2*2

KG 64 100 160 100 160 190 255 400 600 725 855 1225 1260 1310

VERSOPUMP-SP SERIES ( SWIMMING POOL HEAT PUMP )

Rated Heating Capacity

Rated Power

Titanium Tube Heat Exchanger

Model / Part No

Max. Power

Rated Current

28 (Adjustable to 40 Degree C)

EER

27 (Adjustable to 10 Degree C)

Start Mode Directly start

1N 220V/50Hz  3N 380V/50Hz    or    3N 380V 60Hz

Hermetic scroll type

Max. Current

Rated Cooling Capacity

Power Supply

Compressor

Type

Performance Coefficient

4. The above models are standard version. Bespoke designed model avaialble upon request

Remark:

1. Heating Mode Standard Condition: Ambient temp.(DB/WB):24℃/19℃, Water temp.(In/Out):26℃/28℃

2. Cooling Mode Standard Condition: Ambient temp.(DB/WB): 35℃/24℃; Water temp.(In/Out):29℃/27℃

Noise

Unit dimensions

Weight

Hot Water Temp Out

Input Power 

Input Current

Cooled Water Temp Out

3. The above parameters are based on Refrigearnt R410A, for parameters based on other refrigerant please contact us.

Application 

Side Heat 

Exchanger

Type

Connection type

≤50 ≤75

Safety Interlocks

1. High Pressure and Low Pressure Protection, 

2. Anti-freezing Protection, 

3. High Temperature Protection, 

4. High Temperature Diffrence Protection

5. Overload Protection, 

6. Lack phase Protection, 

7. Reverse phase Protection,

8. Water Flow Protection etc.

PVC Union Connection
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Corporate offices Sales of�ices

Versol Poland | Versol Italy | Versol  UK | Versol  USA | Versol Middle East | Versol india 

Solar Water Heaters Heat Exchangers

Storage Calori�iers Heat Pump

Hot Water Boilers Gas Fired Calori�iers

Electric Calori�iers Steam Boilers




